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ARISGEN-GET: serie di gruppi elettrogeni trasportabili super silenziati con lunga au-
tonomia  con potenze da 13 a 100 kVA trifase:

 - motore diesel a 1500 rpm
 - raffreddamento ad acqua
 - alternatore sincrono
 - rumorosità tra 67 e 72 dB(A)
 - interruttore magnetotermico sul quadro man./auto. 

Sono previsti numerosi accessori come serbatoio maggiorato, scaldiglia acqua, qua-
dro utenze supplementari, carrelli traino stradale, comando a distanza. 

Il GE è inforcabile ed è dotato di occhione per il sollevamento.

Dalla serie ARISGEN-GETderivano i più recenti ALVS dotati di tecnologia con gene-
ratore elettrico a magneti permanenti a regime di potenza motore variabile e con 
funzione UPS integrata.

ARISGEN-GET: super-silenced, long range power generators with power from 13 to 100 
kVA, three phase.
Their main features are:

 - diesel engine at 1500 rpm
 - water cooling
 - synchronous alternator
 - noisiness: between 67 and 72 dB(A)
 - magneto thermal switch on the manual / automatic panel

Several accessories, such as wider tank, water heater, extra power output, trailer, remote 
control are available.

ARISGEN-GET can be lifted by forks through its lifting eye.

The most recent ALVS generators derive from ARISGEN-GET series; they are designed 
according to the latest technology, equipped with electrical generator with permanent 
magnet at variable motor power rating and integrated UPS functions.

Modello - Model K130 K200 K300 K400

Potenza cont. 400V [kVA]
Continuous power 400V 13 20 30 40

Motore - Engine
cilindri/cilindrata [n°/cmc]
Cylinders/Displacement

3/1500 4/2200 3/2900 3/2900

Consumo al 70%         [l/h]
Consumption at 70% 3,0 4,2 4,6 6,6

Dimensioni  L/I/H     [mm]
Dimensions (max) 1700/800/1850 1700/800/1850 2000/1000/1600 2000/1000/1800

Peso                                  [kg]                         
Weight 590 650 900 1000

Modello - Model K600 K800 K1000

Potenza cont. 400V [kVA]
Continuous power 400V 60 80 100

Motore - Engine
cilindri/cilindrata [n°/cmc]
Cylinders/Displacement

4/4440 4/4500 4/4500

Consumo al 70%         [l/h]
Consumption at 70% 12,1 12,1 14,7

Dimensioni  L/I/H     [mm]
Dimensions (max) 2300/1150/1800 2300/1150/1800 3000/1150/1900

Peso                                  [kg]                         
Weight 1300 1500 1550


